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SBC - F-JIC C

Carbon
steel

Part no
AISI 316L part no Descrizione Quantità minima per scatola Dimensione tubo Filetto

SBC151 1/2 F-JIC C 3/16 20 DN5 3/16 20 1/2

SBC1A1 SBC8A1 7/16 F-JIC C 3/16 20 DN5 3/16 20 7/16

SBC152 SBC852 1/2 F-JIC C 1/4 20 DN6 1/4 20 1/2

SBC172 3/4 F-JIC C 1/4 20 DN6 1/4 18 3/4

SBC1A2 SBC8A2 7/16 F-JIC C 1/4 20 DN6 1/4 20 7/16

SBC1B2 SBC8B2 9/16 F-JIC C 1/4 20 DN6 1/4 18 9/16

SBC1B3 SBC8B3 9/16 F-JIC C 5/16 20 DN8 5/16 18 9/16

SBC164 5/8 F-JIC C 3/8 20 DN10 3/8 18 5/8

SBC174 SBC874 3/4 F-JIC C 3/8 20 DN10 3/8 16 3/4

SBC1B4 SBC8B4 9/16 F-JIC C 3/8 20 DN10 3/8 18 9/16

SBC1C4 SBC8C4 7/8 F-JIC C 3/8 20 DN10 3/8 14 7/8

SBC175 SBC875 3/4 F-JIC C 1/2 20 DN12 1/2 16 3/4

SBC1C5 SBC8C5 7/8 F-JIC C 1/2 20 DN12 1/2 14 7/8

SBC1D5 SBC8D5 1+1/16 F-JIC C 1/2 20 DN12 1/2 12 1+1/16

SBC1C6 SBC8C6 7/8 F-JIC C 5/8 2 DN16 5/8 14 7/8

SBC1C7 7/8 F-JIC C 3/4 2 DN20 3/4 14 7/8

SBC1D7 SBC8D7 1+1/16 F-JIC C 3/4 2 DN20 3/4 12 1+1/16

SBC1D8 SBC8D8 1+1/16 F-JIC C 1 2 DN25 1 12 1+1/16

SBC1E8 1+3/16 F-JIC C 1 2 DN25 1 12 1+3/16

SBC1F8 SBC8F8 1+5/16 F-JIC C 1 2 DN25 1 12 1+5/16
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